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BURNERS FEATURES

Fig. 1

Note: the figure is indicative only.

1 Control panel with startup switch

2 Gas valves group

3 Electrical panel

4 Air tank

5 Blast tube + Combustion head

6 Flange

7 Adjusting cam (progressive/fully modulating burners only)

8 Air pressure switch

Gas operation: the gas coming from the supply line, passes through the valves group provided with filter and stabiliser. This one for-
ces the pressure in the utilisation limits. The electric actuator , that moves proportionally the air damper and the gas butterfly valve,
uses an adjusting cam  with variable shape. This one allows the optimisation of the gas flue values, as to get an efficient combustion.
The combustion head positioning determines the burner’s output. The combustion head  determines the energetic quality and the geo-
metry of the flame. Fuel and comburent are routed into separated ways as far as the zone of flame generation (combustion chamber).

The control panel , placed on the burner’s front side, shows each operating stage.

Country and usefulness gas categories

    

GAS
CATEGORY COUNTRY

I2H AT ES GR SE FI IE HU IS NO CZ DK GB IT PT CY EE LV SI MT SK BG LT RO TR CH
I2E LU PL - - - - - - - - - - - - - - - - - - - - - - -

I2E( R ) B BE - - - - - - - - - - - - - - - - - - - - - - - -
(*) I2EK NL - - - - - - - - - - - - - - - - - - - - - - - -
I2ELL DE - - - - - - - - - - - - - - - - - - - - - - - -
I2Er FR - - - - - - - - - - - - - - - - - - - - - - - -

(*) Only for I2EK : the appliance was configured for the appliance category K (I2K) and is suitable for the use of G and G+ distribution gases according to the specifications as
included in the NTA 8837:2012 Annex D with a Wobbe index of 43.46 – 45.3 MJ/m3 (dry, 0 °C, upper value) or 41.23 – 42.98 (dry, 15 °C, upper value). This appliance can
moreover be converted and/or be calibrated for the appliance category E (I2E). This therefore implies that the appliance “is suitable for G+ gas and H gas or is demonstrably
suitable for G+ gas and can demonstrably be made suitable for H gas” within the meaning of the “Dutch Decree of 10 May 2016 regarding amendment of the Dutch Gas
Appliances Decree and the Dutch Commodities (Administrative Fines) Act in connection with the changing composition of gas in the Netherlands as well as technical
amendment of some other decrees.
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Burner model identification

Burners are identified by burner type and model. Burner model identification is described as follows.

           

Fuel

The burner technical specifications, described in this manual, refer to natural gas (calorific net
value Hi = 9.45 kWh/Stm3,  density ρ = 0.717 Kg/Stm3) and LPG (calorific net value Hi = 26.79
kWh/Stm3,  density ρ = 2.151 Kg/Stm3). For different fuel such as town gas and biogas, multiply the
values   of flow and pressure by th corrective factors shown in the table below.

For example, to obtain the flow and pressure values for the biogas:

Type P71 Model   M-. MD. S. *. A. 1. 80.

(1) (2) (3) (4) (5) (6) (7) (8)

1 BURNER TYPE P61 - P65 - P71

2 FUEL M - Natural gas
L -  LPG
B - Biogas
C -  Town gas

3 OPERATION (Available versions) PR - Progressive 
MD - Fully modulating
AB  - Double stage

4 BLAST TUBE S - Standard
L - Extended

5 DESTINATION COUNTRY * - see data plate

6 BURNER VERSION A - Standard
Y - SpecialeSpecial

7 EQUIPMENT 0 = 2 gas valves
1 = 2 gas valves + gas proving system
7 = 2 gas valves + maximum gas pressure switch
8 = 2 gas valves + gas proving system + maximum gas pressure switch

8 GAS CONNECTION 32 = Rp11/4                     

40 = Rp11/2                     50 = Rp2

65 = DN65                  80 = DN80

WARNING! The burner must be used only with the fuel specified in the burner data 
plate .

Fuel Hi (KWh/Stm3) ρ (kg/Stm3) fQ fp
Town gas 4,88 0,6023 1,936 3,3

Biogas 6,395 1,1472 1,478 3,5

ATTENTION! The  combustion head type and the  settings  depend on the fuel. The burner must be used only for its
intended purpose specified in the burner data plate .

ATTENTION! The corrective factors in the above table depend on the gas composition, so on the calorifc value and
the density of the gas. The above value can be taken only as reference.

Type --
Model --
Year --
S.Number --
Output --
Oil Flow --
Fuel --
Category --
Gas Pressure --
Viscosity --
El.Supply --
El.Consump. --

Qbiogas QnaturalGas 1 478=

pbiogas pnaturalGas 3 5=
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Technical Specifications

(*) NOTE ON THE WORKING SERVICE: the control box automatically stops after 24h of continuous working. The control box

immediately starts up, automatically.

BURNER TYPE P61 M-.. P61 L-...

Output min. - max. kW 160 -  800

Fuel Natural gas L.P.G.

Category see next paragraph I3B/P

Gas flow rate min.-max. Stm3/h 17 - 85 6 - 30

Gas pressure min.-max. mbar (see Note 2)

Electric supply 230V 3~ / 400V 3N ~  50Hz

Total power consumption kW 1.6

Fan motor kW 1.1

Protection IP40

Approx. weight kg 55 - 70

Operation Two stages - Progressive - Fully modulating

Valves size/Gas connection - 32 1"1/4 / Rp11/4 1"1/4 / Rp11/4

Valves size/Gas connection - 40 1"1/2 / Rp11/2 1"1/2 / Rp11/2

Valves size/Gas connection - 50 2" / Rp2 2" / Rp2

Valves size/Gas connection - 65 2"1/2 / DN65 2"1/2 / DN65

Operating temperature °C -10 ÷ +50

Storage Temperature °C -20 ÷ +60

Working service(*) Intermitent

BURNER TYPE P65 M-.... P65 L-....

Output min. - max. kW 270 - 970

Fuel Natural gas L.P.G.

Category see next paragraph I3B/P

Gas flow rate min.-max. Stm3/h 29 - 103 10 - 37

Gas pressure min.-max. mbar (see Note 2)

Electric supply 230V 3~ / 400V 3N ~  50Hz

Total power consumption kW 2

Fan motor kW 1.5

Protection IP40

Approx. weight kg 60 - 80

Operation Two stages - Progressive - Fully modulating

Valves size/Gas connection - 32 1"1/4 / Rp11/4 1"1/4 / Rp11/4

Valves size/Gas connection - 40 1"1/2 / Rp11/2 1"1/2 / Rp11/2

Valves size/Gas connection - 50 2" / Rp2 2" / Rp2

Valves size/Gas connection - 65 2"1/2 / DN65 2"1/2 / DN65

Operating temperature °C -10 ÷ +50

Storage Temperature °C -20 ÷ +60

Working service(*) Intermitent

Note1: All gas flow rates are referred to Stm3/h (1013 mbar  absolute pressure, 15 °C temperature) and are valid for G20 gas

(net calorific value Hi = 34.02 MJ/Stm3), L.P.G. (net calorific value Hi = 93.5 MJ/Stm3)

Note2: Maximum gas pressure =  360mbar (with Dungs MBDLE/MBC valves)
                                              =  500mbar (with Siemens VGD / Dungs MBCvalves)
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(*) NOTE ON THE WORKING SERVICE: the control box automatically stops after 24h of continuous working. The control box

immediately starts up, automatically.                     

 

BURNER TYPE P71
M-...0.xx

P71
L-...0.xx

Output min. - max. kW 300 - 1.200

Fuel Natural gas L.P.G.

Category see next paragraph I3B/P

Gas flow rate min.-max. Stm3/h 32 - 127 11 - 45

Gas pressure min.-max. mbar (see Note 2)

Electric supply 230V 3~ / 400V 3N ~  50Hz

Total power consumption kW 2.7

Fan motor kW 2.2

Protection IP40

Approx. weight kg 80 - 115

Operation Two stages - Progressive - Fully modulating

Valves size/Gas connection - 40 1"1/2 / Rp11/2 1"1/2 / Rp11/2

Valves size/Gas connection - 50 2"/Rp2 2"/Rp2

Valves size/Gas connection - 65 2"1/2 / DN65 2"1/2 / DN65

Valves size/Gas connection - 80 3” / DN80 3” / DN80

Operating temperature °C -10 ÷ +50

Storage Temperature °C -20 ÷ +60

Working service(*) Intermitent

BURNER TYPE P71
M-...1.xx

P71
L-...1.xx

Output min. - max. kW 300 - 1.650

Fuel Natural gas L.P.G.

Category see next paragraph I3B/P

Gas flow rate min.-max. Stm3/h 32 - 175 11 - 62

Gas pressure min.-max. mbar (see Note 2)

Electric supply 230V 3~ / 400V 3N ~  50Hz

Total power consumption kW 2.7

Fan motor kW 2.2

Protection IP40

Approx. weight kg 85 - 115

Operation Two stages - Progressive - Fully modulating

Valves size/Gas connection - 40 1"1/2 / Rp11/2 1"1/2 / Rp11/2

Valves size/Gas connection - 50 2"/Rp2 2"/Rp2

Valves size/Gas connection - 65 2"1/2 / DN65 2"1/2 / DN65

Valves size/Gas connection - 80 3” / DN80 3” / DN80

Operating temperature °C -10 ÷ +50

Storage Temperature °C -20 ÷ +60

Working service(*) Intermitent

Note1: All gas flow rates are referred to Stm3/h (1013 mbar  absolute pressure, 15 °C temperature) and are valid for G20 gas

(net calorific value Hi = 34.02 MJ/Stm3), L.P.G. (net calorific value Hi = 93.5 MJ/Stm3)

Note2: Maximum gas pressure =  360mbar (with Dungs MBDLE/MBC valves)
                                              =  500mbar (with Siemens VGD / Dungs MBCvalves)
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Overall dimensions (mm)
Burner: P61   

*S = measure referred to burner fitted with standard blast tube
*L = measure referred to burner fitted with extended blast tube

**V measure stands for the gas filter when not built-in the gas valves (VGD or MBC valves from DN65 on).

Note: the gas proving system is an option.

Boiler recommended drilling template and burner flange

 DN A(S*) A(L*) AA B(S*) B(L*) BB C CC D E F G H J K L M N O P Q R S U V** W Y Z

P61 PR - 0.32 32 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 341 112 229 444 - 464 162 120

P61 MD - 0.32 32 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 341 112 229 444 - 464 162 120

P61 AB - 0.32 32 1009 1099 99 343 433 314 666 298 812 500 312 184 204 210 240 344 M10 269 190 190 341 112 229 444 - 464 162 120

P61 PR - 0.40 40 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 439 112 327 444 - 464 162 120

P61 MD - 0.40 40 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 439 112 327 444 - 464 162 120

P61 AB - 0.40 40 1009 1099 99 343 433 314 666 298 812 500 312 184 204 210 240 344 M10 269 190 190 439 112 327 444 - 464 162 120

P61 PR - 0.50 50 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 447 112 335 444 - 464 162 120

P61 MD - 0.50 50 1079 1169 99 343 433 314 736 298 812 500 312 184 204 210 240 344 M10 269 190 190 447 112 335 444 - 464 162 120

P61 AB - 0.50 50 1009 1099 99 343 433 314 666 298 812 500 312 184 204 210 240 344 M10 269 190 190 447 112 335 444 - 464 162 120

P61 PR - 0.65 65 1079 1169 99 343 433 314 736 298 997 685 312 184 204 250 240 420 M10 269 190 190 515 112 403 540 313 540 162 120

P61 MD - 0.65 65 1079 1169 99 343 433 314 736 298 997 685 312 184 204 250 240 420 M10 269 190 190 515 112 403 540 313 540 162 120

P61 AB - 0.65 65 1009 1099 99 343 433 314 666 298 997 685 312 184 204 250 240 420 M10 269 190 190 515 112 403 540 313 540 162 120
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Burners: P65 - P71  

*S = measure referred to burner fitted with standard blast tube      *L = measure referred to burner fitted with extended blast tube    **V measure stands for the gas filter when not built-in the gas valves (VGD or MBC valves
from DN65 on).
Note: the gas proving system is an option.

Boiler recommended drilling template and burner flange

DN A(S*) A(L*) AA B(S*) B(L*) BB C CC D E F G H J K L M N Omin Omax P Q R S U V** W Y Z
P65 PR - 0.32 32 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 PR - 1.32 32 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 AB - 0.32 32 1129 1219 130 326 416 373 733 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 AB - 1.32 32 1129 1219 130 326 416 373 733 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 MD - 0.32 32 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 MD - 1.32 32 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 367 130 237 465 - 531 162 155
P65 PR - 0.40 40 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 PR - 1.40 40 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 AB - 0.40 40 1129 1219 130 326 416 373 733 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 AB - 1.40 40 1129 1219 130 326 416 373 733 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 MD - 0.40 40 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 MD - 1.40 40 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 PR - 0.50 50 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 PR - 1.50 50 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 AB - 0.50 50 1129 1219 130 326 416 373 733 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 AB - 1.50 50 1129 1219 130 326 416 373 733 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 MD - 0.50 50 1129 1219 130 326 416 373 803 316 900 568 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 MD - 1.50 50 1129 1219 130 326 416 373 803 316 1026 694 332 184 228 208 300 376 M10 330 216 250 233 465 130 335 465 - 531 162 155
P65 PR - 0.65 65 1129 1219 130 326 416 373 803 316 998 666 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
P65 PR - 1.65 65 1129 1219 130 326 416 373 803 316 1104 772 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
P65 AB - 0.65 65 1129 1219 130 326 416 373 733 316 998 666 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
P65 AB - 1.65 65 1129 1219 130 326 416 373 733 316 1104 772 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
P65  MD - 0.65 65 1129 1219 130 326 416 373 803 316 998 666 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
P65 MD - 1.65 65 1129 1219 130 326 416 373 803 316 1104 772 332 184 228 273 300 393 M10 330 216 250 233 533 130 403 533 313 548 162 155
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*S = measure referred to burner fitted with standard blast tube
*L = measure referred to burner fitted with extended blast tube

** measure “V” refers to gas filter dimensions, whenit is not built-in  in the gas valves (i.e. VGD gas valves or MBC valves from DN65 on).

DN A(S*) A(L*) AA B(S*) B(L*) BB C CC D E F G H J K L M N Omin Omax P Q R S U V** W Y(*S) Y(*L) Z

P71 PR - 0.40 40 1188 1298 130 385 495 373 803 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 PR - 1.40 40 1188 1298 130 385 495 373 803 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 AB - 0.40 40 1118 1228 130 385 495 373 733 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 AB - 1.40 40 1118 1228 130 385 495 373 733 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 MD - 0.40 40 1188 1298 130 385 495 373 803 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 MD - 1.40 40 1188 1298 130 385 495 373 803 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 457 130 327 519 x 531 198 212 155

P71 PR - 0.50 50 1188 1298 130 385 495 373 803 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 PR - 1.50 50 1188 1298 130 385 495 373 803 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 AB - 0.50 50 1118 1228 130 385 495 373 733 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 AB - 1.50 50 1118 1228 130 385 495 373 733 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 MD - 0.50 50 1188 1298 130 385 495 373 803 316 900 568 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 MD - 1.50 50 1188 1298 130 385 495 373 803 316 1026 694 332 234 264 208 300 376 M10 330 216 250 233 465 130 335 519 x 531 198 212 155

P71 PR - 0.65 65 1188 1298 130 385 495 373 803 316 998 666 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 PR - 1.65 65 1188 1298 130 385 495 373 803 316 1104 772 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 AB - 0.65 65 1118 1228 130 385 495 373 733 316 998 666 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 AB - 1.65 65 1118 1228 130 385 495 373 733 316 1104 772 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 MD - 0.65 65 1188 1298 130 385 495 373 803 316 998 666 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 MD - 1.65 65 1188 1298 130 385 495 373 803 316 1104 772 332 234 264 275 300 393 M10 330 216 250 233 533 130 403 565 313 548 198 212 155

P71 PR - 0.80 80 1188 1298 130 385 495 373 803 316 998 666 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155

P71 PR - 1.80 80 1188 1298 130 385 495 373 803 316 1106 774 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155

P71 AB - 0.80 80 1118 1228 130 385 495 373 733 316 998 666 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155

P71 AB - 1.80 80 1118 1228 130 385 495 373 733 316 1106 774 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155

P71 MD - 0.80 80 1188 1298 130 385 495 373 803 316 998 666 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155

P71 MD - 1.80 80 1188 1298 130 385 495 373 803 316 1106 774 332 234 264 275 300 407 M10 330 216 250 233 574 130 444 565 344 562 198 212 155
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How to read the burner “Performance curve”

To check if the burner is suitable for the boiler to which it must be instal-
lled, the following parameters are needed:

 furnace input, in kW or kcal/h (kW = kcal/h/860);

 backpressure (data are available on the boiler ID plate or in the
user’s manual).

Example:

Furnace input:  600kW

Backpressure:  4 mbar

In the “Performance curve” diagram, draw a vertical line matching the
furnace input value and an horizontal line matching the backpressure
value. The burner is suitable if the intersection point A is inside the per-
formance curve.
Data are referred to standard conditions: atmospheric pressure at 1013
mbar, ambient temperature at 15° C.

Checking the proper gas train size 

             

To check the proper gas train size, it is necessary to the available
gas pressure value upstream the burner’s gas valve. Then subtract
the backpressure. The result is called pgas. Draw a vertical line
matching the furnace input value (600kW, in the example), quoted
on the x-axis, as far as intercepitng the network pressure curve,
according to the installed gas train (DN65, in the example). From the
interception point, draw an horizontal line as far as matching, on the
y-axis, the value of pressure necessary to get the requested furnace
input. This value must be lower or equal to the pgas value, calcula-
ted before.

Campo di lavoro bruciatori
Tipo P60 Mod. M-xx.x.IT.A.0.50 - M-.xx.x.IT.A.0.65
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Performance Curves

           

To get the input in kcal/h, multiply value in kW by 860.

Data are referred to standard conditions: atmospheric pressure at 1013mbar, ambient temperature at 15° C

NOTE: The performance curve is a diagram that represents the burner performance in the type approval phase or in the laboratory
tests, but does not represent the regulation range of the machine. On this diagram the maximum output point is usually reached by
adjsuting the combustion head to its “MAX” position (see paragraph “Adjusting the combustion head”); the minimum output point is
reached setting the combustion head to its “MIN” position. During the first ignition, the combustion head is set in order to find a
compromise between the burner output and the generator specifications, that is why the minimum output may be different from the
Performance curve minimum
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Pressure in the Network / gas flow rate  curves
 Natural Gas burners
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ATTENTION: the gas rate value is quoted on the x-axis, the related network pressure is quoted on the y-axis
(pressure value in the combustion chamber is not included). To know the minimum pressure at the gas train inlet,
necessary to get the requested gas rate, add the pressure value in the combustion chamber to the value read on
the y-axis.
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Pressure in the Network / gas flow rate  curves
 L.P.G. Burners
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ATTENTION: the gas rate value is quoted on the x-axis, the related network pressure is quoted on the y-axis
(pressure value in the combustion chamber is not included). To know the minimum pressure at the gas train inlet,
necessary to get the requested gas rate, add the pressure value in the combustion chamber to the value read on
the y-axis.

0

5

10

15

20

25

4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36

Rp 2" (50)

DN65

Rp 1"¼ (32)

Rp 1"½ (40)

0

5

10

15

20

25

8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 44

Rp 2" (50)

DN65

Rp 1"¼ (32)
Rp 1"½ (40)

0

5

10

15

20

10 20 30 40 50 60

 Rp 2" (50)

DN65 & DN80

 Rp 1"½ (40)

0

5

10

15

20

25

30

35

40

10 20 30 40 50 60 70 80

 Rp 2" (50)

DN65 & DN80

 Rp 1"½ (40)



PART I: SPECIFICATIONS

16

     

              

Combustion head gas pressure curves 
Combustion head gas pressure depends on gas flow and combustion chamber backpressure. When backpressure is subtracted, i
depends only on gas flow, provided combustion is properly adjusted, flue gases residual O2 percentage complies with “Recommended
combustion values” table and CO in the standard limits). During this stage, the combustion head, the gas butterfly valve and the
actuator are at the maximum opening. Refer to , showing the correct way to measure the gas pressure, considering the values o
pressure in combustion chamber, surveyed by means of the pressure gauge or taken from the boiler’s Technical specifications.
.

Measuring gas pressure in the combustion head
In order to measure the pressure in the combustion head, insert the pressure gauge probes: one into the combustion chamber’s 
pressure outlet  to get the pressure in the combustion chamber and the other one into the butterfly valve’s pressure outlet of the burner.
On the basis of the measured differential pressure, it is possible to get the maximum flow rate: in the pressure - rate curves (showed on
the next paragraph), it is easy to find out the burner’s output in Stm3/h (quoted on the x axis) from the pressure measured in the 
combustion head (quoted on the y axis). The data obtained must be considered when adjusting  the gas flow rate.

1

2

4

3

Note: the figure is indicative only.
Key
1 Generator
2 Pressure outlet on the combustion chamber
3 Gas pressure outlet on the butterfly valve
4 Differential pressure gauge

Fig. 1

ATTENTION: THE BURNED GAS RATE MUST BE 
READ AT THE GAS FLOW METER. WHEN IT IS NOT 
POSSIBLE, THE USER CAN REFERS TO THE 
PRESSURE-RATE CURVES AS GENERAL 
INFORMATION ONLY.
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Pressure - rate in combustion head curves (natural gas) 

     Natural Gas burners

              

Curves are referred to pressure = 0 mbar in the combustion chamber!
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Pressure - rate in combustion head curves (LPG)

 

                 

Curves are referred to pressure = 0mbar in the combustion chamber!
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MOUNTING AND CONNECTING THE BURNER

Transport and storage

If the product must be stored, avoid humid and corrosive places. Observe the temperatures stated in the burner data table at the begin-
ning of this manual. The packages containing the burners must be locked inside the means of transport in such a way as to guarantee
the absence of dangerous movements and avoid any possible damage. 

In case of storage, the burners must be stored inside their packaging, in storerooms protected from the weather. Avoid humid or corro-
sive places and respect the temperatures indicated in the burner data table at the beginning of this manual.

Handling the burner

Fitting the burner to the boiler
To install the burner into the boiler, proceed as follows:
make a hole on the closing door of the combustion chamber as described on paragraph “Overall dimensions”)
place the burner to the boiler: lift it up and handle it according to the procedure described on paragraph “Handling the burner”;
place the 4 stud bolts (5), according to the burner’s drilling plate described on paragraph “Overall dimensions”;
fasten the 4 stud bolts;
place the ceramic fibre plait on the burner flange;
install the burner into the boiler;
fix the burner to the stud bolts, by means of the fixing nuts, according to the next picture.
After fitting the burner to the boiler, ensure that the gap between the blast tube and the refractory lining is sealed with appropriate insu-
lating material (ceramic fibre cord or refractory cement).

ATTENTION! The equipment must be installed in compliance with the regulations in force, following the manufac-
turer’s instructions, by qualified personnel. All handling operations must be carried out with appropriate 
resources and qualified personnel

ATTENTION: Use intact and correctly dimensioned hoisting equipment, conforms to the local regulations and 
health and safety regulations. Do not stand under lifted loads.

Packing
The burners are despatched in wooden crates whose dimensions are:

 P61: 1200mm x 670mm x 540mm (L x P x H).

 P65 - P71 - : 1280mm x 850mm x 760mm (L x P x H). 

Packing cases of this type are affected by humidity and are not suitable for stacking.

The following are placed in each packing case:

 burner with detached gas train;

 gasket or ceramic fibre plait (according to burner type) to be inserted between the burner 
and the boiler;

 envelope containing this manual and other documents.

To get rid of the burner’s packing, follow the procedures laid down by current laws on disposal
of materials.

WARNING! The handling operations must be carried out by specialised  and trained personnel. If these
operations are not carried out correctly, the residual risk for the burner to overturn and fall down still persists. 

To move the burner, use means suitable to support its weight (see paragraph “Technical specifications”).
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The burner is designed to work positioned according to the picture below.  For different installations, please contact the Technical

Department.

        

Matching the burner to the boiler
The burners described in this manual have been tested with combustion chambers that comply with EN676 regulation and whose
dimensions are described in the diagram . In case the burner must be coupled with boilers with a combustion chamber smaller in
diameter or shorter than those described in the diagram, please contact the supplier, to verify that a correct matching is possible, with
respect of the application involved. To correctly match the burner to the boiler verify the type of the blast tube . Verify the necessary
input and the pressure in combustion chamber are included in the burner performance curve; otherwise the choice of the burner must
be revised consulting the burner manufacturer. To choose the blast tube lenght follow the instructions of the boiler manufacturer. In
absence of these consider the following:

 Cast-iron boilers, three pass flue boilers (with the first pass in the rear part): the blast tube must protrude no more than Dist  = 100
mm into the combustion chamber. (please see the picture below)

 Pressurised boilers with flame reversal: in this case the blast tube must penetrate  Dm  50 ÷ 100 mm into combustion chamber in
respect to the tube bundle plate.(please see the picture below)

   

The length of the blast tubes  does not always allow this requirement to be met, and thus it may be necessary to use a suitably-sized
spacer to move the burner backwards or to design a blast tube tha suites the utilisation (please, contact the manifacturer).

GAS TRAIN CONNECTIONS
The diagrams show the components of the gas trai included in the delivery and which must be fitted by the installer.The diagrams are in
compliance with the current laws.

Note: the figure is indicative only.

WARNING! Carefully seal the free space between blast tube and the refractory lining  with ceramic fibre rope or 
other suitable means. 

Keys

1 Burner
2 Fixing nut
3 Washer
4 Ceramic fibre plait
5 Stud bolt
7 Blast tube

SIDE UP

SIDE DOWN

ceramic fibre

refactory wall

Dist Dm

refractory wall
ceramic fibre
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Key

Key

Gas train with valves group MB-DLE (2 valves + gas filter + pressure governor) +  VPS504 gas proving system

1 Filter 6 Butterfly valve
2 Pressure switch - PGMIN 8 Main burner
3 Safety valve with built in gas governor 9 Bellows unit(*optional)
4 Proving system (*optional) 10 Manual valve(*optional)
5 Pressure switch - PGMAX (*optional)

 Gas train with valves group VGD with built-in gas pressure governor + gas proving system VPS504 

1 Filter (*optional) 6 Butterfly valve
2 Pressure switch - PGMIN 8 Main burner
3 Safety valve with built in gas governor 9 Bellows unit(*optional)
4 Proving system (*optional) 10 Manual valve(*optional)
5 Pressure switch - PGMAX (*optional VGD-MBDLE, included MBE)

GAS INLET

BY BURNER CONSTRUCTOR

BY OTHERS

GAS INLET

SUPPLIED BY BURNER 
CONSTRUCTOR

BY OTHERS
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GAS TRAIN CONNECTIONS
The diagrams show the components of the gas trai included in the delivery and which must be fit-
ted by the installer.The diagrams are in compliance with the current laws. 

Procedure to install the double gas valve unit:

- two (2) gas flanges are required; they may be threaded or not depending on size;

- first step: install the flanges to prevent the entry of foreign bodies in the gas line;

- on the gas pipe, clean the already assembled parts and then install the valve unit;

- check gas flow direction: it must follow the arrow on the valve body;

- VGD20: make sure the O-rings are correctly positioned between the flanges and the valve;

- VGD40 and MBE: make sure the gaskets are correctly positioned between the flanges;

- fasten all the components with screws, according to the following diagrams;

- make sure bolts on the flanges are properly tightened;

    

WARNING: before executing the connections to the gas pipe network, be sure that the manual cutoff valves are 
closed.

ATTENTION: it is recommended to mount filter and gas valves to avoid that extraneous material drops inside the 
valves, during maintenance and cleaning operation of the filters (both the filters outside the valves group and the 
ones built-in the gas valves).

ATTENTION: once the gas train is mounted according to the diagram on Fig. 1, the gas proving test mus be per-
formed, according to the procedure set by the laws in force.
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                  MultiBloc MB-DLE - Assembling the gas train

MULTIBLOC DUNGS MB-DLE 405..412 
Mounting

1. Mount flange onto tube lines: use appropriate sealing agent (see Fig. 4);

2. insert MB-DLE: note position of O rings (see Fig. 4);

3. tighten screws A, B, C and D (Fig. 2 - Fig. 3), accordind to the mounting positions (Fig. 5);

4. after installation, perform leakage and functional test;

5. disassembly in reverse order.

2

MULTIBLOC DUNGS MB-DLE 415..420 
Mounting

1. Loosen screws A and B do not unscrew (Fig. 6 - Fig. 7).

2. unscrew screws C and D (Fig. 6 - Fig. 7).

3. Remove MultiBloc between the threaded flanges (Fig. 7).

4. After mounting, perform leakage and functional tests.

Fig. 2 Fig. 3 Fig. 4 Fig. 5

Fig. 6 Fig. 7 Fig. 8 Fig. 9

Keys

1 Gasket

2 Gas filter

3 Gas valves group

4 Bellows unit
41Manual valve

F”direction” arrows for 
installation

gas supply network

1
5

1
4

1

2
1

3

1

A B
C D

MOUNTING POSITIONS

A

B

C

D D

C

B

A

MOUNTING POSITIONS
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MultiBloc MBE  

Threaded train with MultiBloc MBE - Mounting

ATTENTION: once the gas train is mounted according, the gas proving test mus be performed, according to the
procedure set by the laws in force.

ATTENTION: it is recommended to mount filter and gas valves to avoid that extraneous material drops inside the
valves, during maintenance and cleaning operation of the filters (both the filters outside the valves group and the
ones built-in the gas valves).

WARNING: Slowly open the fuel cock to avoid breaking the pressure regulator.

ALLA V.  FARFALLA
GAS BRUCIATORE ø185 501939

PGMAX

PGCP

PGMI
EV1

EV2

S

EV2

EV1
PGMAX

PGMIN

VD-R

PGCP

VD-V

VD-V
VD-R

PS

PS pressure sensor

Gas filter

Example of gas train MBE

A

A
C

B

B

C

1. Mount flange into pipe systems. Use appropriate sealing agent.
2. Insert VB together with supplied O-rings.
Check current position of O-rings.
3. Tighten supplied screws (8xM8x30) in accordance with section 8.
4. Screws (4xM5x25) for VD assembly are supplied.
5. After installation, perform leakage and functional test.
6. Disassembly in reverse order.

1. Insert studs A.
2. Insert seals B.
3. Insert studs C.
4. Tighten studs in accordance with section 8.
Ensure correct position of the seal!
5. Perform leak and functional tests after mounting.
6. Screws (4xM5x20) for VD assembly are supplied.

A

A

VDRVD-V

VB

Mounting position MBE / VB / VD
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Mounting VD-R & PS-...

Gas Proving System VPS504 (Option)
The VPS504 check the operation of the seal of the gas shut off valves. This check, carried out
as soon as the boiler thermostat gives a start signal to the burner, creates, by means of the
diaphragm pump inside it, a pressure in the test space of 20 mbar higher than the supply
pressure. 
When wishing to monitor the test, install a pressure gauge ranged to that of the pressure sup-
ply point PA. If the test cycle is satisfactory, after a few seconds the consent light LC (yellow)
comes on. In the opposite case the lockout light LB (red) comes on. To restart it is necessary
to reset the appliance by pressing the illuminated pushbutton LB.
         

1. Gas pressure regulation is possible with VD-R and PS pressure sensor only.
WARNING! For US/CN installation, the output pressure must be monitoried by min. and max. pressure switches set
to +/- 20% of the setpoint.
2. Mounting on pipe. Sensor position: 5x DN according to MBE. Pipe fitting with female thread size ¼, mount sensor with

seal, observe torque.
3. The pressure sensor includes a vent limiter according to UL 353 and ANSI Z21.18/CSA 6.3. No venting required in loca-

tions where vent limiters are accepted by the jurisdiction.
4. Only PS pressure sensors specified by DUNGS are authorised to be connected to the VD-R‘s M12 interface.
5. Only PS cables specified by DUNGS are authorised to be used to connect the PS to the VD-R. Max. cable length 3 m.

 The actuator VD-V does not need any adjustment (funzione 
ON-OFF)

 The actuator VD-R It must be combined with the PS sensor 
(include regolatore di pressione)

 The PS sensor chosen based on the necessary pressure
(there are 3 models) 

ActuatorVD-R ActuatorVD-V

M12 x 5 Pin

VD-R + PS

LC

LB

PA
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ELECTRICAL CONNECTIONS

 

 

5  To execute the electrical connections, proceed as follows:

1 remove the cover from the electrical board, unscrewing the fixing screws;

2 execute the electrical connections to the supply terminal board as shown in the attached wiring diagrams;

3 check the direction of the fan motor (see next paragraph);

4 refit the panel cover.

Rotation of electric motor
Once the electrical connection of the burner is executed, remember to check the rotation of the electric motor. The motor should rotate
according to the “arrow” symbol on the body. In the event of wrong rotation, reverse the three-phase supply and check again the rota-
tion of the motor.

NOTE: the burners are supplied for three-phase 380 V or 400 V supply, and in the case of three-phase 220 V or 230 V supply it
is necessary to modify the electrical connections into the terminal box of the electric motor and replace the overload tripped
relay.

Note on elecrtical supply 
In the case where the power supply of the AUXILIARIES of the phase-phase burner (without a neutral), for the flame detection it is 
necessary to connect the RC circuit Siemens between the terminal 2 (terminal X3-04-4 in case of LMV2x, LMV3x, LMV5x, LME7x) of 
the base and the earth terminal, RC466890660. For LMV5 control box,  please refer to the clabeling recommendations avaible on the 

Siemens CD  attached to the burner

 

 WARNING! Respect the basic safety rules. make sure of the connection to the earthing system. do not reverse
the phase and neutral connections. fit a differential thermal magnet switch adequate for connection to the mains.

WARNING! before executing the electrical connections, pay attention to turn the plant’s switch to OFF and be
sure that the burner’s main switch is in 0 position (OFF) too. Read carefully the chapter “WARNINGS”, and the
“Electrical connections” section.

ATTENTION: Connecting electrical supply wires to the burner teminal block MA, be sure that the ground wire is
longer than phase and neutral ones.

WARNING: (only for double stage and progressive burners) The burner is provided with an electrical bridge
between terminals 6 and 7; when connecting the high/low flame thermostat, remove this bridge before connecting
the thermostat.

CAUTION: check the motor thermal cut-out adjustment

Key

C - Capacitor (22 nF , 250 V)
LME / LMV - Siemens control box
R - Resistor (1MΩ)
M: Terminal 2 (LGB, LME), Terminal X3-04-4 ( LMV2x, LMV3x, 
LMV5, LME7x)
RC466890660 - RC Siemens filter

  LMV2/3.. - LMV5..M
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LIMITATIONS OF USE

THE BURNER IS AN APPLIANCE DESIGNED AND CONSTRUCTED TO OPERATE ONLY AFTER BEING CORRECTLY CONNEC-
TED TO A HEAT GENERATOR (E.G. BOILER, HOT AIR GENERATOR, FURNACE, ETC.), ANY OTHER USE IS TO BE CONSIDE-
RED IMPROPER AND THEREFORE DANGEROUS.

THE USER MUST GUARANTEE THE CORRECT FITTING OF THE APPLIANCE, ENTRUSTING THE INSTALLATION OF IT TO
QUALIFIED PERSONNEL AND HAVING THE FIRST COMMISSIONING OF IT CARRIED OUT BY A SERVICE CENTRE AUTHORI-
SED BY THE COMPANY MANUFACTURING THE BURNER.

A FUNDAMENTAL FACTOR IN THIS RESPECT IS THE ELECTRICAL CONNECTION TO THE GENERATOR’S CONTROL AND
SAFETY UNITS (CONTROL THERMOSTAT, SAFETY, ETC.) WHICH GUARANTEES CORRECT AND SAFE FUNCTIONING OF
THE BURNER.

THEREFORE, ANY OPERATION OF THE APPLIANCE MUST BE PREVENTED WHICH DEPARTS FROM THE INSTALLATION
OPERATIONS OR WHICH HAPPENS AFTER TOTAL OR PARTIAL TAMPERING WITH THESE (E.G. DISCONNECTION, EVEN
PARTIAL, OF THE ELECTRICAL LEADS, OPENING THE GENERATOR DOOR, DISMANTLING OF PART OF THE BURNER).

NEVER OPEN OR DISMANTLE ANY COMPONENT OF THE MACHINE EXCEPT FOR ITS MAINTENANCE.

TO SECURE THE MACHINE, ACT ON THE ISOLATOR SWITCH. IN CASE OF ANOMALIES THAT REQUIRED A SHUT DOWN OF
THE BURNER, IT’S POSSIBLE TO ACT ON THE AUXILIARY LINE SWITCH, LOCATED ON THE BURNER FRONT PANEL.

IN CASE OF A BURNER SHUT-DOWN, RESET THE CONTROL BOX BY MEANS OF THE RESET PUSHBUTTON. IF A SECOND
SHUT-DOWN TAKES PLACE, CALL THE TECHNICAL SERVICE, WITHOUT TRYING TO RESET FURTHER.

WARNING: DURING NORMAL OPERATION THE PARTS OF THE BURNER NEAREST TO THE GENERATOR (COUPLING
FLANGE) CAN BECOME VERY HOT, AVOID TOUCHING THEM SO AS NOT TO GET BURNT.
          

              

DANGER! Incorrect motor rotation can seriously damage property and injure people.WARNING: before starting 
the burner up, be sure that the manual cutoff valves are open and check that the pressure upstream the gas train 
complies the value quoted on paragraph “Technical specifications”. Be sure that the mains switch is closed.

DANGER: During commissioning operations, do not  let the burner operate with insufficient air flow (danger of 
formation of carbon monoxide); if this should happen, make the gas decrease slowly until the normal combustion 
values are achieved.WARNING: never loose the sealed screws! otherwise, the device warranty will be 
immediately invalidate!

PART III: OPERATION
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Fig. 10  -  Burner front panel 

                       

Gas operation
 Turn to the ON position the mains switch S1 on the burner front panel.

 Check the flame control box is not in the lockout position (light B1 on), if necessary reset it by means of the pushbutton S2 (reset);

 Check that the control thermostats or pressure switches enable the burner to operate.

 Check the gas supply pressure is sufficient (light G3 on), if necessary, adjust the pressure switches.

Only burners provided with the gas proving system: the check cycle of the gas proving system starts; the end of this check is
signalled by the light of the lamp on the device. When the valves check is finished, the startup cycle of the burner begins. In the case of
a leak in a valve, the gas proving system locks and the lamp G4 lights. To reset the device press the device pushbutton.

 The startup cycle begins, the actuator drives the air damper to the maximum opening position, the fan motor starts and the pre-pur-
gue phase begins. During the pre-purgue phase, the complete opening of the air damper is signalled by the lamp B2 on the frontal
panel of the electrical board.

 At the end of the pre-purgue phase, the air damper goes to the ignition position, the ignition transformer turns on (signalled by the
lamp B4) and few seconds later the solenoid valves EV1 and EV2 are energized (lights G1 and G2 on the front panel).

 Few seconds after the opening of the valves, the ignition transformer turns off and the lamp B4 turns off subsequently:

Double-stage burners: the burner is on in low flame stage (light G is on); some seconds later, the high flame operation begins and the
burner switches automatically to high flame (light B2 is on) or remains in low flame operation, accordign to the plant requests.

Progressive and fully modulating burners - few seconds after the gas valve opening, the ignition transformer is de-energized. The
burner is in low flame operation and some seconds later, the two-stages operation begins; the burner increases or decreases its output,
directly driven by the external thermostat (progressive version) or by the modulator (fully modulating burners only).

 

Keys
A1 Burner Modulator (only on fully modulating burners)
B1 Lock-out LED
B2 Hi-flame operation LED
B3 Lo-flame operation LED
B4 “Ignition transformer operation” LED
B5 “Fan motor overload tripped” LED
G1 “EV2 opening” LED
G2 “EV1 opening” LED
G3 “Gas pressure switch signal ” LED
G4 Gas proving system lockout signalling LED
S1 Main switch
S2 Reset pushbutton for control box
S3 (only on fully modulating burners) Operation selector MAN - AUTO 

(operation in manual or automatic mode): 
MIN = operation with minimum output
0 = Stop
MAX = operation at the maximum output

B2 B3 B4
B5

G1G2 G3

B1

S2 S1

G4

A1

S3

A1
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ADJUSTING AIR AND GAS FLOW RATES
    

Adjustments - brief description
Adjust the air and gas flow rates at the maximum output (“high flame”) first, by means of the air damper and the adjusting cam respec-
tively.

 Check that the combustion parameters are in the suggested limits.

 .Check the flow rate measuring it on the counter or, if it was not possible, verifying the combustion head pressure by means of a
differential pressure gauge.

 Then, adjust the combustion values corresponding to the points between maximum and minimum: set the shape of the adjusting
cam foil. The adjusting cam sets the air/gas ratio in those points, regulating the opening-closing of the throttle gas valve.

 Set, now, the low flame output, acting on the low flame microswitch of the actuator in order to avoid the low flame output increasing
too much or that the flues temperature gets too low to cause condensation in the chimney.

Fuel

Adjusting procedure
1 Turn the burner on by means of its main switch A: if the burner locks (LED B on in the control

panel) press the RESET button (C) on the control panel. See chapter “Operation” for further
details.

2 check the fan motor rotation;

3 Start the burner up by means of the thermostat series and wait unitl the pre-purge phase comes to end and that burner starts up;

4 the burner starts up in the low flame stage: drive the burner to high flame stage, by means of the “high/low flame” thermostat TAB.

5 adjust the burner combustion values in the high flame stage as described in the following steps.

6 go on adjusting air and gas flow rates: check, continuosly, the flue gas analisys, as to avoid combustion with little air; dose the air
according to the gas flow rate change following the steps quoted below; 

7 acting on the pressure governor of the valves group, adjust the gas flow rate in the high flame stage as to meet the values
requested by the boiler/utilisation:

- Multibloc MB-DLE: the valve is adjusted by means of the RP regulator after slackening the locking screw VB by a number of
turns. By unscrewing the regulator RP the valve opens, screwing the valve closes. The pressure stabilizer is adjusted by operating
the screw VS located under the cover C. By screwing down the pressure is increased and by unscrewing it is reduced. Note: the
screw VSB must be removed only in case of replacemente of the coil.

- Siemens VGD valves group: remove cap T and act on the VR adjusting screw to increase or decrease the pressure and conse-
quently the gas rate; screwind VR the rate increases, unscrewing it decreases (see next figure).

WARNING! During commissioning operations, do not  let the burner operate with insufficient air flow (danger of 
formation of carbon monoxide); if this should happen, make the fuel decrease slowly until the normal combustion 
values are achieved.
WARNING! the combustion air excess must be adjusted according to the values in the following chart.

Recommended combustion parameters  

Fuel Recommended (%) CO2  Recommended (%) O2 

Natural gas 9 ÷ 10 3  ÷ 4.8

LPG 11 ÷ 12 2.8 ÷  4.3

DANGER! The burner must be used only with the fuel specified in the burner data 
plate.

Type --
Model --
Year --
S.Number --
Output --
Oil Flow --
Fuel --
Category --
Gas Pressure --
Viscosity --
El.Supply --
El.Consump. --
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Pressure governor is factory-set. The setting values must be locally adapted to machine conditions. Important! Follow the instruc-

tions carefully!

8 .To adjust the air flow rate in the high flame stage, loose the RA nut and screw VRA as to get the desired air flow rate: moving
the rod T towards the air damper shaft, the air damper opens and consequently the air flow rate increases, moving it far from the
shaft the air damper closes and the air flow rate decreases.

Note: once the procedure is perfomed, be sure that the blocking nut RA is fasten.

Go on adjusting the burner according to the model (double-stage, progressive, fully-modulating).    
  

Double-stage burners
 drive the burner to the low flame stage by means of the TAB thermostat;

 To change the gas flow rate in order to get an efficient combustion, slacken the nut DB  and adjust the opening angle of the gas
butterfly valve by rotating the screw TG (clockwise rotation increases gas flow, anticlockwise rotation decreases it). The slot on the
butterfly valve shaft shows the opening degree of the valve regardingthe horizontal axis. Don’t act on DE nuts.

NOTE:  At the end of settings, make sure the locking screws RA and DB are fully tightened.

Fig. 11

 Now adjust the pressure switches.

C V T(V

R
V

VSB

Dungs Multibloc Siemens VGD..

VR

T

type “A”

type “B”

VR

RA

TR

TR

RA

VR

VR

VR
RA

TR

TG

DB

DE
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 If it is necessary to change the burner output in the low flame stage, move the low flame cam: the low flame position matches the
ignition position. As far as burners fitted with Dungs MBC gas valves, the low flame cam does not match the ignition cam position,
that is why it must be set at about 30° more than the ignition cam.

 Turn the burner off and then  start it up again. If the adjustment is not correct, repeat the previous steps.

Berger STA12: a key is provided to move the cams.

Siemens SQN72: a key is provided to move cams I and IV, the other cams can be moved by means of screws.
On the BERGER STA12B3.41 actuator, the manual air damper control is not provided. On the Siemens actuator the AUTO/MAN mode 
is provided (see picture).

Berger STA6 B 3.41 (high-low flame burners) Siemens SQN72.2A4Axx (high-low flame burners)

For DUNGS MB-DLE / Siemens VGD gas valves Actuator camsBerger 
STA Siemens SQN72

High flame position (set to 90°) ST2 I (red)

Low flame and ignition position ST1 III (orange)

Stand-by position (set to 0°) ST0 II (blue)

Not used MV IV (black)

MV

ST2

ST1

ST0

IV

III

II

I
AUTO/MAN
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Progressive burners
Once the procedure till step 8 described is accomplished, go on as follows:

9 set the low flame cam matching the high flame cam;

10 set the TAB thermostat to the minimum in order that the actuator moves progressively towards the low flame position;

The manual air damper control is not provided on these actuators. The adjustments must be carried out acting manually on the cams.

11 move the low flame cam to the minimum to move the actuator towards the low flame until the two bearings find the adjusting screw
that refers to the lower position: screw V to increase the rate, unscrew to decrease.

12 Move again the low flame cam towards the minimum to meet the next screw on the adjusting cam and repeat the previous step; go
on this way as to reach the desired low flame point.

13 Now adjust the pressure switches.

14 If it is necessary to change the burner output in the low flame stage, move the low flame cam: the low flame position matches the
ignition position. As far as burners fitted with Dungs MBC gas valves, the low flame cam does not match the ignition cam position,
that is why it must be set at about 30° more than the ignition cam.

15 Turn the burner off and then  start it up again. If the adjustment is not correct, repeat the previous steps.

Berger STA12B3.41 (progressive and fully modulating burners) Siemens SQN72.4A4Axx (progressive and fully modulating burners)

For DUNGS MB-DLE / Siemens VGD gas valves Actuator camsBerger 
STA Siemens SQN72

High flame position (set to 90°) ST2 I (red)

Low flame and ignition position ST1 III (orange)

Stand-by position (set to 0°) ST0 II (blue)

Not used MV IV (black)

MV

ST2

ST1

ST0

IV

III

II

I
AUTO/MAN

SC

SV

ID

V

SV

Gas butterfly valve closed

Gas butterfly valve open
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Fully modulating burners
To adjust the fully-modulating burners, use the S3 switch on the burner control panel (see next picture), instead of the TAB thermostat
as described on the previous paragraphs about the progressive burners. Go on adjusting the burner as described before, paying
attention to use the CMF switch intead of TAB.

The S3 position sets the oprating stages: to drive the burner to the high-flame stage, set S3=MAX; to drive it to the low-flame stage, set
S3=MIN.

To move the adjusting cam set S3=MIN or MAX and then S3=MAN.

            

         

MultiBloc MBE  Regulation VD-R whith PS

MAN  stop at the current position
MAX  high flame operation
MIN   low flame operation
AUTO   automatic operation

MAX

MIN

AUTO

MAN.

S3

Increasing pressure

Decreasing pressure

Fig. 12

Setting scale is „Not“ linear! Various sensors available. 
Output pressure according to sensor‘s measuring 
range.

Adjust the outlet pressure to the value specified by the 
burner or equipment manufacturer!

While making outlet pressure adjustments, do not 
exceed a value that creates a hazardous condition to the 
burner!

Adjusting output pressure for positive pressure
systems (requires PS-10/40 or PS-50/200):

Outlet 
pressure

MIN 10% 25% 50% 75% MAX

PS-10/40
4 mbar
0,4 kPa
2 "w.c.

10 mbar
1,0 kPa
4 "w.c.

25 mbar
2,5 kPa
10 "w.c.

50 mbar
5,0 kPa
20 "w.c.

75 mbar
7,5 kPa
30 "w.c.

100 mbar
10,0 kPa
40 "w.c.

PS-50/200
20 mbar
2,0 kPa
8 "w.c.

50 mbar
5,0 kPa
20 "w.c.

125 mbar
12,5 kPa
50 "w.c.

250 mbar
25,0 kPa
100 "w.c.

375 mbar
37,5 kPa
150 "w.c.

500 mbar
50,0 kPa
200 "w.c.

ATTENTION: To set the outlet pressure of the VD-R regulator, act on the adjustment ring nut (Fig. 10)

The position of the indicator in the dial indicates the value of the outlet pressure calculated as a percentage of the
full scale of the PS sensor (Fig. 11)

Fig. 13

10%

25%
50%

75%

Max.Min.
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Pressure taps MultiBloc MBE

Adjusting the gas valves group

Multibloc MB-DLE

The multibloc unit is a compact unit consisting of two valves, gas pressure switch, pres-
sure stabilizer and gas filter.

The valve is adjusted by means of the RP regulator after slackening the locking screw VB
by a number of turns. By unscrewing the regulator RP the valve opens, screwing the valve
closes. To set the fast opening remove cover T, reverse it upside down and use it as a tool
to rotate screw VR. Clockwise rotation reduces start flow rate, anticlockwise rotation incre-
ases it.

Do not use a screwdriver on the screw VR!

The pressure stabilizer is adjusted by operating the screw VS located under the cover C.
By screwing down the pressure is increased and by unscrewing it is reduced.

Note: the screw VSB must be removed only in case of replacemente of the coil.

Fig. 16 Fig. 17

1, 2, 3, 5
Sealing plug

4
For system accessories

Fig. 14

C VS T(VR)

RP

VB

VSB

Fig. 15
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Gas valveversion with SKP2 (built-in pressure stabilizer) 
 To increase or decrease gas pressure, and therefore gas flow rate, remove the cap T and use
a screwdriver to adjust the regulating screw VR. Turn clockwise to increase the flow rate,
counterclockwise to reduce it.

Adjusting the combustion head
                   

The burner is factory-adjusted with the combustion head in the "MAX" position, accordingly to the maximum power. To operate the bur-
ner at a lower power, progressively shift back the combustion head, towards the "MIN" position, screwing the screw VRT. The ID index
shows how much the combustion head moved.

     

Key

1 Electrical connection for valves
2 Operation display (optional)

3 Pressure governor closing tap

4 Start setting cap

5 Hydraulic brake and rate regulator

6 Coil

7 Test point connection G 1/8

8 Test point connection G 1/8 downstream of valve 1,  on both sides

9 Output flange

10 Test point connection M4 downstream of valve 2

11 Gas flow direction

12 Test connection G 1/8 downstream of valve 1,  on both sides

13 Vent nozzle pressure regulator

14 Filter (below cover)

15 Input flange

17 Pressure switch

18 Pressure switch electric connection

Attention! if it is necessary to change the head position, repeat the air and fuel adjustments described above.

T VR

+

-

VRT

ID
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Center head holes gas flow regulation (for LPG operation)
To adjust the gas flow, partially close the holes, as follows:

1 loosen the three V screws that fix the adjusting plate D;

2 insert a screwdriver on the adjusting plate notches and let it move CW/CCW as to open/close the holes;

3 once the adjustmet is performed, fasten the V screws.

The adjusting plate correct position must be regulated in the plant during the commissioning.

As far as the plate adjustments, insert a 1,5mm (P61, P65), 1.4mm (P71), 1.7mm (P73A)  sized rod iron and close as shown on the 
next pictures.

        

V

D

closed holesopened holes

P61 L-..  / P65 L-.. P71 L-..

As far as the head pipe  adjustments, insert a 1,5 mm  si-
zed rod iron and close.

P61 L-.. / P65 L-.. / P71 L-..
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Calibration air and gas pressure switches
The air pressure switch locks the control box if the air pressure is not the one requested. If it
happens, unlock the burner by means of the control box unlock pushbutton, placed on the bur-
ner control panel.

The gas pressure switches check the pressure to avoid the burner operate when the pres-
sure value is not in the requested pressure range.

Calibration the maximum gas pressure switch (when provided)
To calibrate the maximum pressure switch, proceed as follows according to its mounting posi-
tion:

 remove the pressure switch plastic cover;

 if the maximum pressure switch is mounted upstreaam the gas valves: measure the gas pressure in the network, when flame is off;
by means of the adjusting ring nut VR, set the value read, increased by the 30%.

 if the maximum pressure switch is mounted downstream the “gas governor-gas valves” group and upstream the butterfly valve:
light the burner, adjust it according to the procedure in the previous paragrph. Then, measure the gas pressure at the operating
flow rate, downstream the “gas governor-gas valves” group and upstream the butterfly valve; by means of the adjusting ring nut
VR, set the value read on step 2, increased by the 30%;

 replace the plastic cover.

Calibration of air pressure switch
To calibrate the air pressure switch, proceed as follows:

 Remove the transparent plastic cap.

 Once air and fuel setting have been accomplished, startup the burner.

 During the pre-purge phase o the operation, turn slowly the adjusting ring nut VR in the clockwise direction (to increase the adju-
sting pressure) until the burner lockout, then read the value on the pressure switch scale and set it to a value reduced by 15%.

 Repeat the ignition cycle of the burner and check it runs properly.
 Refit the transparent plastic cover on the pressure switch.

Calibration of low gas pressure switch
As for the gas pressure switch calibration, proceed as follows:

 Be sure that the filter is clean.

 Remove the transparent plastic cap.

 While the burner is operating at the maximum  output, test the gas pressure on the pressure port of the minimum gas pressure
switch.

 Slowly close the manual cutoff valve (placed upstream the pressure switch, see gas train installation diagram), until the detected
pressure is reduced by 50%. Pay attention that the CO value in the flue gas does not increase: if the CO values are higher than the
limits laid down by law, slowly open the cutoff valve as to get values lower than these limits.

 Check that the burner is operating correctly.

 Clockwise turn the pressure switch adjusting ring nut (as to increase the pressure value) until the burner stops.

 Slowly fully open the manual cutoff valve.

 Refit the transparent plastic cover on the pressure switch.

Calibration the maximum gas pressure switch (when provided)
To calibrate the maximum pressure switch, proceed as follows according to its mounting position:

 remove the pressure switch plastic cover;

 if the maximum pressure switch is mounted upstreaam the gas valves: measure the gas pressure in the network, when flame is off;
by means of the adjusting ring nut VR, set the value read, increased by the 30%.

 if the maximum pressure switch is mounted downstream the “gas governor-gas valves” group and upstream the butterfly valve:
light the burner, adjust it according to the procedure in the previous paragrph. Then, measure the gas pressure at the operating
flow rate, downstream the “gas governor-gas valves” group and upstream the butterfly valve; by means of the adjusting ring nut
VR, set the value read on step 2, increased by the 30%;

 replace the plastic cover.
          

        

          

VR



PART IV: MAINTENANCE

38

At least once a year carry out the maintenance operations listed below. In the case of seasonal servicing, it is recommended to carry
out the maintenance at the end of each heating season; in the case of continuous operation the maintenance is carried out every 6
months.

ROUTINE MAINTENANCE
 Check that the gas meter is not moving when the burner is off. In case it is rotating, look for possible leaks.

 Check the cleaning condition of the vent. Clean the vent by using exclusively a dry brush. If needed, disassemble it from the
motor’s shaft and wash it by using non corrosive detergents. Prior to disassemble the vent, take the measurements in relation to
the motor's shaft, so as to reassemble it in the same position.

 Check that all parts in contact with combustive air (air box, protection mesh and Archimedean screw) are clean and free from any
obstruction that might impede free afflux. Clean it with compressed air if available and/or a dry brush or cloths. Eventually wash it
with non corrosive detergents.

 Check the blast tube; it must be substituted in case of obvious cracks or anomalous holes.  Slight deformations that do not affect
combustion may be tolerated

 Check the condition of the burner-boiler gasket. Eventually substitute it.

 Check the fan’s motor: no specific maintenance is needed. In case of anomalous noises when running, check the condition of the
bearings and eventually substitute them or completely substitute the motor.

 Clean and examine the gas filter cartridge and replace it if necesssary;

 Remove and clean the combustion head;

 Examine and clean the ignition electrodes, adjust and replace them if necessary;

 Examine and clean the detection electrode/photoelement (according to the burner models), replace it if necessary, in case of
doubt, check the detection circuit, after the burner start-up;

 Clean and grease leverages and rotating parts.

 At least every 2 months, or more often if needed, clean the room where the burner is installed.

 Avoid leaving installations, papers, nylon bags, etc., inside the room. They could be sucked by the burner and cause malfunctio-
ning.

 Check that the room’s vents are free from obstructions. 
    

             Gas filter maintenance

    

WARNING: ALL OPERATIONS ON THE BURNER MUST BE CARRIED OUT WITH THE MAINS DISCONNECTED
AND THE FUEL MANAUL CUTOFF VALVES CLOSED!
ATTENTION: READ CAREFULLY THE “WARNINGS” CHAPTER AT THE BEGINNIG OF THIS MANUAL.

ATTENTIONwhen servicing, if it was necessary to disassemble the gas train parts, remember to execute the gas
proving test, once the gas train is reassembled, according to the procedure imposed by the law in force. 

WARNING: Before opening the filter, close the manual cutoff valve downstream the filter and bleed the gas; check
that inside the filter there is no pressurised gas.

PART IV: MAINTENANCE

CBA

To clean or remove the filter, proceed as follows:

1 remove the cap unscrewing the fixing screws (A);

2 remove the filtering cartridge (B), clean it using water and soap, blow it 
with compressed air(or replace it, if necessary)

3 replace the cartridge in its proper position taking care to place it 
inbetween the guides as not to hamper the cap replacement;

4 be sure to replace the “O” ring into its place (C) and replace the cover 
fastening by the proper screws (A).
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MultiBloc MBEMultiBloc VD Mounting

position

to push

1. Position VD on VB, fig. 2+3.
2. Slide VD forward up to the stop, fig. 4.
3. Screw VD on with 2 M5 screws for each, max. 5 Nm/44 in.-lb., fig. 5/6.
4. VD can be mounted rotated by 180°, fig. 7.

1

2

3 4

5

6

7
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Removing the combustion head

       
              

          

Adjusting the electrodes

Important Note: Check the ignition and detection electrodes after removing/adjusting the combustion head.

           

Type P61

 Remove cover C.

 Unscrew the two screws S holding in position
the washer and then unscrew VRT to free the
threaded rod AR.

 Unscrew the screws V holding in position the
manifold G and pull out the complete group as
shown in figure.

Note: for the subsequent assembly carry out the
above described operations in the reverse order,
checking the correct position of the OR ring.

Fig. 18

Type P65 /  P71  

 Remove the burner cover C.

 Unscrew the screws V holding in position the
manifold G and pull out the complete group as
shown in the picture.

Note: for the subsequent assembly carry out the
above described operations in the reverse order,
checking the correct position of the OR ring.

Fig. 19

ATTENTION: avoid the ignition and detection electrodes to contact metallic parts (blast tube, head, etc.), otherwise the boi-
ler’s operation would be compromised. Check the electrodes position after any intervention on the combustion head. 

OR

V G

VRT

S

AR

C

OR

V G C

VRT

AR

Detection electrode (if provided) 

Earth electrode

Ignition electrode
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Replacing the electrodes

To replace the electrodes:

 Remove the cover

 Disconnect the electrode cables

 Loose the  screws

 Remove and replace the electrodes, observing the electrodes position (see previous paragraph).
            

Replacing the detection electrode (if provided) 

          

To replace the ignition electrodes, proceed as follows:

1 remove the burner cover

2 disconnect the electrodes cables (CR);

3 loose the screw of the electrodes support (VR);

4 remove the electrodes and replace them paying attention to the measures shown in
figure.

           

 
          

Checking the detection current
To check the detection signal follow the scheme in the picture below. If the signal is less than the value indicated, check the position of
the detection electrode or detector, the electrical contacts and, if necessary, replace the electrode or the detector.

ATTENTION: avoid the ignition and detection electrodes to contact metallic
parts (blast tube, head, etc.), otherwise the boiler’s operation would be com-
promised. Check the electrodes position after any intervention on the com-
bustion head. 

ATTENTION: avoid the ignition electrodes to contact metallic parts (blast tube, head, etc.), otherwise the boiler’s operation
would be compromised. Check the electrodes position after any intervention on the combustion head. 

Device Flame detector Minimum detection signal

Siemens LMV2x/3x QRA 70 µA  (intensity of flame >24%)

CR
VR

Detection electrode

Connector

 µA DC SCALE

*

Detection electrode

Flame

LME: 1
LGK: 24

*
Control box Minimum detection signal

Siemens LME21-22 3 µA

LGK 12 µA

 

 

QRA... (-)

QRA... (+)

1

2

X10-06+
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(QRA - only for P71 GPL)Checking the detection current with photocell (LME) (L.P.G.)

 

Burner service term
- In optimal operating conditions, and with preventive maintenance, the burner can last up to 20 years.

- Upon expiry of the burner service term, it is necessary to carry out a technical diagnosis and, if necessary, an overall repair.

- The burner status is considered to be at its limit if it is technically impossible to continue using it due to non-compliance with safety
requirements or a decrease in performance.

- The owner makes the decision whether to finish using the burner, or replacing and disposing of it based on the actual state of the
appliance and any repair costs.

- The use of the burner for other purposes after the expiry of the terms of use is strictly prohibited.

Seasonal stop
To stop the burner in the seasonal stop, proceed as follows:

1 turn the burner main switch to 0 (Off position)

2 disconnect the power mains

3 close the fuel valve of the supply line

Burner disposal
In case of disposal, follow the instructions according to the laws in force in your country about the “Disposal of materials”. 

WIRING DIAGRAMS
Refer to the attached wiring diagrams.
WARNING

1 - Electrical supply 230V / 400V 50Hz 3N a.c.
2 - Do not reverse phase with neutral
3 - Ensure burner is properly earthed

        

2

QRA5...

3 x 1,5 mm

Schermatura

Max. 60 m

AGM19

 
A Amperometro 
RAR9… Rivelatore con fotocellula al silicio 
ION Sonda di ionizzazione 

Legenda 
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TROUBLESHOOTNG GUIDE Gas operation

BURNER DOESN'T LIGHT

* No electric power supply * Restore power supply

* Main switch open * Close switch

* Thermostats open * Check set points and thermostat connections

* Bad thermostat set point or broken thermostat * Reset or replace the thermostat

* No gas pressure * Restore gas pressure

* Safety devices (manually operated safety thermostat, 
pressure switches and so on) open

* Restore safety devices; wait till boiler reaches operating 
temperature then check safety device functionality.

* Broken fuses * Replace fuses. Check current absorption

* Fan thermal contacts open (three phases motors only) * Reset contacts and check current absorption

* Burner control lock out * Reset and check its functionality

* Burner control damaged * Replace burner control

GAS LEAKAGE: BURNER LOCKS OUT
(NO FLAME)

* Gas flow is too low * Increase the gas flow
* Check gas filter cleanness
* Check butterfly valve opening when burner is starting 

(only Hi-Low flame and progressive)

* Ignition electrodes discharge to ground because dirty or 
broken

* Clean or replace electrodes

* Bad electrodes setting * Check electrodes position referring to instruction 
manual

* Electrical ignition cables damaged * Replace cables

* Bad position of cables in the ignition transformer or into 
the electrodes

* Improve the installation

* Ignition transformer damaged * Replace the transformer

BURNER LOCKS OUT WITH FLAME PRESENCE

* Bad flame detector set

* Flame detector damaged * Replace or adjust flame detector

* Bad cables of flame detector * Check cables

* Burner control damaged * Replace burner control

* Phase and neutral inverted * Adjust connections

* Ground missing or damaged * Check ground continuity
* Voltage on neutral * Take off tension on neutral 
* Too small flame (due to not much gas) * Adjust gas flow

* Check gas filter cleanness

* Too much combustion air * Adjust air flow rate
only FOR LME22: BURNER CONTINUES TO PER-
FORM ALL ITS FEATURES WITHOUT IGNITING 

THE BURNER

* Air pressure switch damaged or bad links * Check air pressure switch functions and links

* Burner control damaged * Replace burner control

BURNER LOCKS OUT WITHOUT ANY GAS FLOW

* Gas valves don’t open * Check voltage on valves; if necessary replace valve or 
the burner control

* Check if the gas pressure is so high that the valve 
cannot open

* Gas valves completely closed * Open valves

* Pressure governor too closed * Adjust the pressure governor

* Butterfly valve closed * Open the butterfly valve

* Maximum pressure switch open. * Check connection and functionality
* Air pressure switch doesn’t close the NO contact * Check connections

* Check pressure switch functionality

THE BURNER IS BLOCKED AND THE EQUIPMENT 
PROVIDES A LOCK CODE "CAUSE AIR PRESSURE 

SWITCH FAULT"

* Air pressure switch damaged (it keeps the stand-by 
position or badly set)

* Check air pressure switch functionality
* Reset air pressure switch

* Air pressure switch connections wrong * Check connections

* Air fan damaged * Replace motor

* No power supply * Reset power supply

* Air damper too closed * Adjust air damper position

BURNER LOCKS OUT DURING NORMAL RUNNING

* Flame detector circuit interrupted * Check wiring
* Check photocell

* Burner control damaged * Replace burner control

* Maximum gas pressure switch damaged or badly set * Reset pressure switch or replace it

THE BURNER STARTS AND AFTER A WHILE IT 
REPEATS THE STARTING CYCLE.

* Gas pressure switch badly set * Reset the pressure switch

* Gas filter dirty * Clean gas filter

* Gas governor too low or damaged * Reset or replace the governor

BURNER STANDS WHILE RUNNING WITHOUT ANY 
SWITCHING OF THERMOSTATS

* Thermal contacts of fan motor open * Reset contacts and check values
* Check current absorption

FAN MOTOR DOESN'T START

* Internal motor wiring broken * Replace wiring or complete motor

* Fan motor starter broken * Replace starter

* Fuses broken (three phases only) * Replace fuses and check current absorption

BURNER DOESN'T SWITCH TO HIGH FLAME
* Hi-low flame thermostat badly set or damaged * Reset or replace thermostat

* Servomotor cam badly set * Reset servomotor cam

mechanical only: SOMETIMES THE SERVOMOTOR 
RUNS IN THE WRONG WAY

* Servomotor capacitor damaged * Replace capacitor
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BURNER EXPLODED VIEW

P61 - P65 -  P71

Pos. Description Pos. Description

1.1 FAN 11.2.4 TRANSMISSION AIR ADJUSTING CAM

1.2 MOTOR 11.2.5 CONNECTING ROD

2.1 VALVE GROUP 11.2.6 ROD

2.2 THREADED PIPE 11.2.7 JOINT

2.3 ELBOW 11.2.8 ROD JOINT

2.4 M/F REDUCTION 11.3 INDEX PLATE

2.5 VALVE GROUP FLANGE 11.4 INNER AIR DAMPER

2.6 GAS PROVING SYSTEM 11.5 INDEX BUSH

3 AIR INLET 11.6 BUSH

4 HOUSING 11.7 BOX

4.1 COVER 11.8 DAMPER PIVOT

5 GASKET 11.9 BUTTERFLY TRANSMISSION PIVOT

6 AIR PRESSURE SWITCH PIPE 11.10 ACTUATOR PIVOT

7 PLEXYGLASS 11.11 CONNECTING ROD

8 BLAST TUBE 11.12 ROD

9 AIR PRESSURE SWITCH 11.13 ROD  

10.1 OR RING 11.14 JOINT

10.2  BUTTERFLY VALVE 11.15 ROD JOINT

10.3 GAS MANIFOLDC 12 PREMOUNTED HEAD ADJUSTING SCREWS

11.1.1 COMPLETE MOUNTED LEVERAGE 13.1 FRONT PANEL

11.1.2 ADJUSTING CAM 13.2 CONTROL PANEL

11.1.3 ACTUATOR 13.3 CONTROL PANEL COVER

11.1.4 ACTUATOR CONNECTOR 14.1 DETECTION ELECTRODE

11.1.5 BRACKET 14.2 IGNITION ELECTRODE

11.2.1 AIR ADJUSTING CAM REGULATING NUT 14.3 GROUNDED ELECTRODE

11.2.2 AIR ADJUSTING CAM SCREW 14.4 COMBUSTION HEAD

11.2.3 AIR ADJUSTING CAM REGULATING SCREW 15 BLACK/GREEN CONNECTOR



P
A

R
T

 IV
: M

A
IN

T
E

N
A

N
C

E

45

  
























